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1. Description =748

1.1General Description = @R

The IR source color devices are made with AlGaAs on Substrate Light Emitting Diode
£145h LED H AlGaAs =Fsc & F L T

The LED package dimension: 3.45mmx3.45mmX2:20mm.

PR 3.45mmX3.45mmX2.20mms

1.2Features = SRiFIE

» Ceramics Package.fa& 1%t

» Extremely wide viewing angle. Rt AE X

» Suitable for all SMT assembly and solder process &R TEAIBRISMTAEFUZIZT 2 .
» Available on tape and reel &R F & k&

» Moisture sensitive level:Levell. FFEZEZ: Level 1

» RoHS compliant.;#% ERoHSE R

1.3Application 7= &M
» Article color lamp, lamp belt. &%,

» Plant lighting, Landscape lighting, Stage photography light. 1#E¥Ji888. SRR HERER

> HOtels markets Offlces househ0|d and Other Indoor uses I(Hﬁldlﬁm\mllmﬁ 1| ﬁm?:?‘n %l "fllllllll nnmn
N AT

» General use.
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1.4Package Dimension R~
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Notes &3+ :

1. All dimensions units are millimeters. FiE R T8 ANZEXK

Fig.1-3 Bottom view & E{RE]

[

Fig.1-5S
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Fig.1-2 Side view Il E {1 &

Fig.1-4 Polarity #&t4

2. All dimensions tolerances are +0.2mm unless otherwise noted.f&4F3AREI, FIERSTAEN 0.2 2K
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Table 1-1 Electrical / Optical Characteristics at Ts=25°C EM 52454

Unit
. Value N
Item Symbol Test Condition B
E 5= MK 5 Min. Typ Max.
(=B | (HEE) | (HFXE)
Forward Voltage v =350mA L5 - v
(EFIERE) - FEestm - :
Total radiant flux o =350mA 200 450 W
(1E5YTHE) © e m
PeakWavelength \
(IEAERE) P IF=350mA 930 950 nm
Reverse Current R o tw 10 A
CRE7) = u
Viewing Angle 201/2 IF=350mA 120 d
e —_ e

Table 1-2 Absolute:Maximum Ratings-at Ts=25°C 4&3J & A{E

Parameter (£ Symbol (#55) Rating (f8) Units (81i1)
Power Dissipation
(Th#E) Po 2400 mw
Forward Current
(IEmER7) IF 1500 mA
Peak Forward Current I . R
(I{E=B7R) FP 600 m
Reverse Voltage
(REEBE) Ve 5 Vi
Electrostatic Discharge
(HBM) (%) Esp 2000 v
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Operating Temperature T 40 ~ +85
B A3 -40 ~ +
(R1ERE) PR

Storage Temperature T 40 - 485
((EERE) o

Junction Temperature

+38 Ts 115
(£58)

Notes &F:

1. 1/10 Duty cycle, 0.1ms pulse width. Bk#E0.1ms,5==tE1/10.

2. The above forward voltage measurement allowance tolerance is +0.1V. LA _EFrREBENEIZE +0.1V.

3. The above Dominant Wavelength measurement allowance tolerance is+1nm. ) EFrRRKMEIRZE £ 1nm.

4. The above luminous intensity measurement allowance tolerance +10%. A%

+10%.

5. Care is to be taken that power dissipation does not-exceed the absolute maximum rating of the product. {8
EAEEIIMENRAE,

6. All measurements were made under the standardized environment of Refond. & i Ji ol B L =y
ENIRFES,.

7.When the LEDs are in operation the-maximum current should be decided after measuring the package
temperature junction temperature-shotld not exceed the maximum rate. LED {FENE AR TTEMRBE A
71114:6%1053 énumTﬁEﬁﬁ H-_j({Eo

1.5.1 Bin Range Of Forward Voltage and Luminous Intensity (IF=350mA)BE5S

Jt5&53 BIN SEEE(IF=350mA)

Table 1-3
D6 D7 A0 BO
VE V
1.2-1.4 1.4-1.6 1.6-1.8 1.8-2.0
 e(mW) M N 0] P
e(m
250-300 300-350 350-400 400-450
WLD(nm) R68 R69 R70 R71
nm
930-935 935-940 940-945 945-950
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2. Packaging

2.1 Packaging Specification EZEMIg
Package:1000pcs/reel. f2£& % 1000pcs

2.1.1Carrier Tape Dimension &# R ~F
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2.1.3Label Form Specification FF&#I1g

Table 2-2 Label Parameter 1535 £48

( PART NO. + —— ] PART NO. Part Number @&
SPEC NO. :@} SPEC NO. Spec Number 4%
| N LOT NO. Lot Number #t7%S
- : BIN CODE Bin Code B#1tH5
- ;El ® Luminous flux Y£i@2
gﬁ 3 WD Dominant Wavelength
L Elgﬁi*;- Ve Forward Voltage IE A EB[E
TY . o owp e
Fig 2-3 Label Form #R&#E1k Q Packing Quantity ¥{&
DATE Made Date 4= H#A
2.2Moisture Resistant Packing Bhii 13t
Moisture Barrier Bag Label
|4 /_7/
v v
Fig.2-4Packing specification £#£35%ER
2.3Cardboard Box fI3E4K5E
’
(A
[ ]
)
)

Fig.2-5Cardboard Box B 4t5
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2.5 Criteria For Judging Damage k3HIE R

Table 2-4Criteria for judging damage 534 H) E 7 4

Test Criteria For
Test Items Symbol Applicable project
Condition Judgement
= we ) & FITE
plliER-Sks FITE tRE
Forward Voltage Reflow
\' [F=350mA <*+10%
BE Thermal Shock
Total radiant flux Maintenance >80% | 'dh and Low
= - ® [F=350mA Temperature Storage
BHI=E _ .
R SRS TS
Life Test
Lamp Bead Light No open-circuit short
High Temperature
Test / IF=350mA cireuit-or flicke
E High Humidity Life Test
T FERE, T

Notes &%

1.The above reliability tests is based on the verification of a single/strip LED of Refond's existing experimental
platform,the reliability experiment was taken under good heat dissipation conditions. when customers applies
the LED to the series and parallel circuit, should take consideration of all the factors such as the current,

voltage distribution, heat dissipation and others.lA RIS M@ E T HFEME RN T EEFH/5 LED T RIFEA
FHRIETHNER. EFRWEE LED NAT &, HEXZERES . - o

2.The technical information shown in the data sheets is limited to the typical characteristics and circuit examples

of the referenced products. It does not constitute the warranting of industrial property nor the granting of any

license. U ERABIRN AN~ RIVHEEI(E, RIEANSE, TMEAERRABFRARNARS BRI,
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3. SMT Reflow Soldering Instructions SMT [o] 74815 BH

3.1SMT Reflow Soldering Instructions SMT [B];75 4215 BA

—
o

—
—

Temperature —>
@
I
+

Preheat Ramp-down

Critical Zone
TL to Tp

|
|
25 :
-1 25 to Peak |

Fig.3-1SMT Reflow Soldering Instructions- SMT [BI55 (&5 ER

Table 3-1 SMTReflow Seldering Parameter SMT [E5T12 2%

Average temperature rise speed¥ I FHRIEE (Tsmax—ZTrp)

Max 3 °C/ s &&=3 °C/#b

Preheating: minimum temperaturefi#k: RIKEE (Tsmin) 150 °C
Preheating: Max temperaturefiif: HeafE (Tsmax) 200 °C

Preheating: TimeFi##: BYiE] (Tsmin ZETsmax)

60 - 1207  60s-120s

Time limited to maintain high temperature: the temperaturefRES 445

=8 BE (T

217 °C

Time limited to maintain high temperature: The Time FRES4Ei=3E:

BYiE] (t)

Max 60s FZ%60F)

Peak /Classification of temperature:l&8 / 328E (Te)

260 °C

Time limit classification of peak temperature timefRATIEE DR E !

BiaE] (tp)

Max 10s &% 10%)

REFOND:WI-E-045 A/4 REV:E/O PAGE:11

BiE:
ZR:
HB%E
ik

0755-2967-5000; 0755-6683-9339
0755-6683-9322

sales@refond.com
D HARIE KPR AL RIEEYELE .,

p|pwn 48110

et Annayatinn anrichag life. .


http://www.refond.com/
mailto:sales@refond.com

www.refond.com
ZZ 3 (Stock code):300241

Hold time within 5 °C with the actual peak temperature (TP) 5SCfR
I&{ERE (Te) HHZE 5°C LIRBIREITE]

Max 30s &% 30%)

Cooling speed FE:EERE Max 6 °C/ s =6 °C/#)
Needed time from 25 °C to Tp 25 °C A ZEI&{E:BEFFETE Max 8 minutes %87
Notes &F:

(1) The number of reflows should not exceed two, and if the time between reflows exceeds 24 hours, the LED
may be damaged due to moisture absorption. [EIFEEREARR LUBIEFR, F/REIFRIEATE)EFRINR BT 24
/NBY, LEDT]REH FIREMR,

(2) When welding, do not press hard on the surface of the gel while the material is hot. /28, REEMES
ANBAHERERE.

3.1.1 Soldering Iron J&EkIE

(1) When do soldering by hand, keep the=temperature.of iron below less 300 less than 3
seconds. HF T IR K BBV EE 20/ F300°C, B8] AT 8 370,
(2) Soldering by hand should be done ofly one time. F T/RIEERIRIE—K,

3.1.2 Repairing &%+

Repairing should not be dene after~the LEDs have been soldered. When repairing is
unavoidable, a double-head soldering iron should be used (as below figure). It should be

confirmed in advance whether the characteristics of LEDs will or not be damaged by repairing.

A I e e A\ A [N IR NPT S Sy . N s A ——— w1 12— ol —_——— e i A e A I ey (DN —

SIIRLEDZR B B4 4.

3.1.3 Cautions JI=EIM

(1) The encapsulated material of the LEDs is silicone. Therefore the LEDs have a soft surface on
the top of package. The pressure to the top surface will be impacted on the reliability of the LEDs.

Precautions should be taken to avoid the strong pressure on the encapsulated part. So when use
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the picking up nozzle, the pressure on the silicone resin should be proper. LEDI R NIER, RE

i Itl:IIII\II}IIIIHIHrIIIIIIIIIIIIIIIImJNZﬁrﬁl||Iu:tHI|gﬁl;ﬂ|Iw%ﬂ||1TI||||rf|||||||I%%ﬂll|T|ﬂn||||||||||H||||||||||||||||||'i|1n||TT|||||||||||||||l||||]|||MM%ErrrrrrrrrmlaTmrmH5(

12|S%€EE’JJ_77F“IErAéE’JO

(2) Components should not be mounted on warped (non coplanar) portion of PCB. After soldering,
do nOt Warp the CIrCUIt board' LED ;Jﬂ\m%\\\\\\\\\\m‘\ﬂ\\\\\\\\mmmmmmm\}\%\wH\\\\mmuuum’%\\mﬁwmmmu l “_ldl’;: S

o

(3) Do not apply mechanical force or excess vibration during the cooling process to normal

temperature after soldering. Do not rapidly cool device after soldering.[EiE2 > [=i0 I izch, A
EXIMREMIN T, BABEERM, BRRRE, FERBEAEILEHAG .
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4. Handling Precautions = mn{f X 251

4.1 Handling Precautions F=mafE A=
(1) LED operating environment and sulfur element composition cannot be over 100PPM in the
LED mating usage material. This is provided for informational purposes only and is not a warranty
or endorsement. LED TR RN 5 LED SECHMERTTE R U ESYIHRMAARAED 100PPM.XR
— PN, FMEER@EER,
(2) In order to prevent ex-ternal material from getting into the inside of LED, which may cause the
malfunction of LED, the single content of Bromine element is required to be less than 900PPM,
the single content of Chlorine element is required to be less than 900PPM, the total content of
Bromine element and Chlorine element in the external materials of the application products is
required to be less than 1500PPM. This«is provided-for infermational purposes only and is not a
warranty or endorsement. 3T BALESNRIBTEHN LED NEELLERE LED B9fA, FTIFENRFTRE
HEE, B—HRITESEENR/T 00PPM, B—SnHESEERK/INT 900PPM, RitHE5RTT
EZFR287UVE 1500PPM. XRZB—1E1s AMEERmBER.
(3) VOCs (Volatile organic compounds)emitted from materials-used in the construction of fixtures
can penetrate silicone encapsulants of LEDs and discolorwhen exposed to heat and photonic
energy. The result can be a significant loss of light output from the fixture. Knowledge of the
properties of the materials selected to be used in the construction of fixtures can help prevent
these issues. Refond advises against the use of any chemicals or materials that have been found
or are suspected to have an adverse affect on device performance or reliability. To verify
compatibility, Refond recommends that all chemicals and materials be tested in the specific
application and environment for which they are intended to be used. Attaching LEDs, do not use
adhesives that outgas organic vapor. BEHFELEYR=EFEE LED RS, EBE~EN
FREMFHT, 2T LED *’é, HMEMTENR, | uTﬁcpE{fFMﬂ B 0% 388 0 = 4 X LB )R,
InF RXERERRY LED HjR: el I = ZF e RS
ERNNTRBES. sHHENREMERIME, RFERZINENYIRMZEHITES MR
TENG% LED Bt AEE Borp i B S G Ot e

REFOND:WI-E-045 A/4 REV:E/O PAGE:14
FB1E: 0755-2967-5000; 0755-6683-9339
f£H: 0755-6683-9322

. . s = t 2 , B9 s /
BE%5: sales@refond.com 24| s 22 T f 3’ 15 ."r
Mk R RIERIBX AL R EYEAR woel ot Innowatinn anriches lifa,


http://www.refond.com/
mailto:sales@refond.com

www.refond.com
& Z {5 (Stock code):300241

(4) Handle the component along the side surface by using forceps or appropriate tools; do not

directly touch or Handle the silicone lens surface, it may damage the internal circuitry. I8 &

e

ST EMMEERE, AEZRFHURRERBERAERE, ErRESBRIFABER,

WML
s W ] —
77— ﬁ%’“*

:ij;%— =

o
\f

:%:‘T‘

{
Biss

—

Fig 4-1Misoperation 5%

(5) In designing a circuit, the current through each-LED must be exceed the absolute maximum
rating specified for each LED. In the meanwhilesresistors _for protection should be applied,
otherwise slight voltage shift will cause big.ecurrent ehange, burn out may happen. The driving
circuit must be designed to allow forward voltage-only when-it is ON or OFF. If the reverse
voltage is applied to LED, migration can-be-generated resulting-in LED damage. 1&ITEBERES, &

it LED E’JEE,;.LT SMENRAE, RN, THRERRFFEE, S0, FBNBEEZURE51E
izl s R RS (AR HE B AR 1 e e [ (A T 1, (LR SN

-"'_'ﬂﬁ, Tgﬁﬁﬂﬂfi,—, I:l)rIJAj:J'_'\i$ LED,

(6) Thermal Design is paramount importance because heat generation may result in the

Characteristics decline, such as brightness decreased, Color change and so on. Please consider
the heat generation of the LEDs when making the system design. LED &% & B &M A HAMIF
Te BEET| AL LED RWHE, BINKNEE, FIUEIRHNES EE

e e

#Hﬂuﬁo

(7) Compared to standard encapsulants, silicone is generally softer, and the surface is more likely
to attract dust requiring special care during processing. In cases where a minimal level of dirt
and dust particles cannot be guaranteed, a suitable cleaning solution must be applied to the
surface after the soldering of components. Refond suggests using isopropyl alcohol for cleaning.
In case other solvents are used, it must be assured that these solvents do not dissolve the

package or resin. Ultrasonic cleaning is not recommended. Ultrasonic cleaning may cause
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damage to the LED. S5EMIERALL, ERBEIRI, RE ”&M‘Jﬂr'fr@, N ANNENER, 3

§I]]

‘J SERSL HEEEEREEEST , € VEZRaEEREEN, ARELSEEREIS L
iIJHf@;a*}?E?f'J, DIRIER WA R, BFFRARSX LED *ﬁﬁ*%?ﬁ% FEFXE
55'&7':7 o
Table 4-1Storage 7%
Conditions Temperature Humidity Time
S RE B iE]
Within 6 Months From
Before Opening Aluminum Bag
30°C 75% Date
HEH)
Storage 6~ EK
After Opening Aluminum Bag 168hours
30°C 60%
wERE 168/)\B
Baking =24hours
60+5°C <5%
KtkE KF24/MB

(8) I If the moisture absorbent material _siica gel- has faded away or the LEDs have exceeded

the storage time, baking treatment should be performed=after unpacking and based on the

following condition 6015 and less than 5%RH for above 24 hours 2Tl sitiztss
Bl T e et T e it e i R4 60 £ 5°C, /VF 5%RH, j(:_F

24 I©\BY,

If the package is flatulence or damaged, please notify the sales staff to assist.tNE @MLK Sav=

(9) Similar to most Solid state devices; LEDs are sensitive to Electro-Static Discharge (ESD) and
Electrical Over Stress (EOS). &l e =g ii——-t0 =tk D MNEFHIRGFIEEHx, T

B,

(10) Other points for attention, please refer to our relevant information. &3 2 E 52 B HEE
KE#
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Date HER Revisorf&1]& VersionfRzs VerifierE % Remarks& it
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Declare
This specification is written both in English and in Chinese and the latter is formal.
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